The Fokker D-VI passed its type test on March 15, 1918. The original version utilized a German Manufactured rotary engine for power. The nimble biplane remained in frontline service until September 1918, and continued to serve in training and home defense units until the Armistice. With only 59 aircraft manufactured during the war, this flying fighter had limited combat time. While the original design was light on thrust, the Airdrome Aeroplanes replica has been substantially improved. With balanced controls and nice flying qualities this 75% scale replica offers the same appearance and character as the original. This replica has adopted modern construction techniques, today's engine technology and flight performance qualities that make this modern version a joy to fly!
AIRDROME AEROPLANES
Light Sport Compliant

Fokker D-VI (75%)

Airframe Specifications

Wingspan 18’6”
Wing Area 95 Sq. Ft
Height 7’
Wing Loading 5.67 Lbs/Sq. Ft

Useful Load 242 Lbs
Length 15’
Empty Wt. 297 Lbs
Cockpit Width 21.75”

Performance Specifications

Stall Speed 32 mph
Top Speed 78 mph

Cruise Speed 73 mph
Rate of climb 750 fpm

Powerplant Specifications (options)

1) Rotax 503
2) VW and re-drive

52 Hp
85-110 HP

Contact Information
Airdrome aeroplanes
929 NW Road 1571 Holden, MO
(816)230-8585
www.airdromeaeroplanes.com